
Detailed flow rates for: attic drain FPO-PP, DN 50
Part number: 635389
GTIN: 4001636635389
Rebate group: 10

Flow rates:
Nominal
diameter
DN 50
DN 50
DN 50
DN 50

Description Min. flow rate ac-
cording to norm
0.90 l/s
0.90 l/s
0.90 l/s
0.90 l/s

Water level ac-
cording to norm
35.00 mm
35.00 mm
35.00 mm
35.00 mm

l/s
l/s
l/s
l/s

l/s
0.34 l/s
l/s
0.35 l/s

Flow rate at wa-
ter level 25 mm
0.30 l/s
0.62 l/s
0.27 l/s
0.60 l/s

Flow rate at wa-
ter level 35 mm
0.48 l/s
0.89 l/s
0.44 l/s
0.88 l/s

Flow rate at wa-
ter level 45 mm
0.67 l/s
1.21 l/s
0.71 l/s
1.72 l/s

Flow rate at wa-
ter level 55 mm
0.80 l/s
1.40 l/s
1.41 l/s
3.09 l/s

Flow rate at wa-
ter level 65 mm
0.89 l/s
1.50 l/s
1.84 l/s
4.01 l/s

Flow rate at wa-
ter level 75 mm
1.00 l/s
1.57 l/s
2.35 l/s
5.91 l/s
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